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Instrukcja obstugi

Awaryjne zrédto zasilania z przebiegiem
sinusoidalnym i funkcjg tadowania 600W / 900W

KOMO0312 - 600W
KOMO0313 - 900w
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1. WPROWADZENIE

Jest to awaryjne zrodto zasilania typu Line-interactive, ktéry generuje czysty sinusoidalny przebieg
napiecia wyjsciowego. W przeciwienstwie do tradycyjnych urzadzen typu off-line, zapewnia niskie
znieksztatcenia harmoniczne. W normalnych warunkach efektywnos$¢ urzgdzenia wynosi ponad 98%.
Dostepne sg dwa tryby tadowania w zaleznosci od pojemnosci podtgczonej baterii.

2. GLOWNE CECHY

* Czysty sinusoidalny przebieg napigcia * Zabezpieczenie przed przecigzeniem,

* Mikroprocesorowa konstrukcja zwarciem i przegrzaniem

* Struktura Line-interactive * |zolacja pomigdzy baterig i zasilaniem AC
* Inteligentny system tadowania * Doskonata dynamika

* Automatyczne wykrywanie stanu * Regulowana predko$¢ wentylatora

akumulatora w czasie rzeczywistym

3. DZIALANIE

Niniejsza instrukcja obstugi zawiera wazne informacje odnos$nie podtgczenia i uzytkowania urzadzenia.
Przed pierwszym uzyciem, nalezy doktadnie przeczyta¢ instrukcje i zachowac jg do p6zniejszego
wykorzystania.

1. Czerwony kabel nalezy podtgczy¢ do (+) a czarny(niebeski) do (-) akumulatora. Nalezy sie upewnié,
ze kable sg mocno przytwierdzone. Zabronione jest zwieranie kabli ze sobg oraz ich zamiana podczas
podigczenia.

2. Urzadzenie, ktére ma by¢ chronione przed utratag zasilania, nalezy podtaczy¢ do awaryjnego zrédta
zasilania. Nalezy sie upewnié¢, ze maksymalna moc urzadzenia nie przekracza mocy awaryjnego zrédta
zasilania. W przypadku przekroczenia mocy znamionowej wigczy sie alarm dzwiekowy (w miedzyczasie,
jezeli moc jest znacznie przekroczona, awaryjne zrédio zasilania automatycznie sie wytgczy).

3. Tryb baterii: Aby wigczy¢ awaryjne zrodio zasilania, nalezy nacisngc¢ i przytrzymac przycisk Power
przez 4 sekundy. Aby wytgczy¢, nalezy ponownie nacisna¢ i przytrzymac przycisk.

4. Podczas podtaczenia do zasilania z sieci elektrycznej (AC), awaryjne zrodto zasilania zasila
podtgczone do niego urzadzenie i automatycznie taduje baterie akumulatora. Jezeli awaryjne zrodto
zasilania jest wytgczone, to niebieska dioda LED miga co 2 sekundy (aby je wtaczy¢, nalezy nacisngc i
przytrzymac przycisk Power przez 1 sekunde).

5. Nacisniecie przycisku przez 4 sekundy, spowoduje wytgczenie zasilania gniazd UPS-a. Aby
catkowicie odtgczy¢ zasilanie, nalezy wyciggna¢ kabel zasilajgcy z gniazdka.

6. Jezeli napiecie baterii jest niskie, to wtaczony zostanie alarm. Jezeli napigcie jest zbyt niskie/wysokie,
to awaryjne zrédio zasilania zostanie automatycznie wytgczone.

7. W przypadku przerwy zasilania z sieci elektrycznej, co 8 sekund emitowany bedzie alarm dzwigkowy.
Aby wytgczy¢ alarm, nalezy podczas sygnatu dzwiekowego nacisngc¢ przycisk Power. Aby wigczy¢
alarm, nalezy ponownie nacisng¢ przycisk Power.

4. DIODY INFORMACYJNE & SYGNALY DZWIEKOWE

4.1. Poziom natadowania/obcigzenia baterii

Diody LED wskazujg poziom natadowania baterii zaréwno w trybie normalnym jak i awaryjnym. Jezeli
wskaznik natadowania baterii spadnie ponizej 20% (dodatkowo zacznie migac), oznacza to, ze bateria
jest na wyczerpaniu i niedtugo sie wytaczy. Dtugos¢ pracy na zasilaniu awaryjnym zalezy od obcigzenia.
Gdy wskaznik obcigzenia baterii wskazuje 100% (dodatkowo zacznie migac), oznacza to, ze bateria jest
przecigzona i nalezy odtgczyé nadmierne obcigzenie.

4.2. Status urzadzenia (diody LED)

Jezeli dioda $wieci sie na zielono, oznacza to normalng prace. Czerwona dioda oznacza prace na
zasilaniu awaryjnym (baterii).



4.3. Alarm dzwiekowy

Podczas awarii pradu lub wystagpienia btedu, UPS wyemituje sygnat dzwigkowy.

4.4. Tabela zdarzen

Stan Alarm Dioda LED Uwagi

Brak zasilania 1 sygnat co 8 sekund Czerwona

Przecigzenie 1 sygnat na sekunde Alarm nie moze by¢
wyciszony

Niski stan natadowania |1 sygnat na sekunde Czerwona Alarm nie moze by¢

baterii wyciszony

5. ROZWIAZYWANIE PROBLEMOW

3. Uszkodzone gniazdo
zasilajgce.

Problem Przyczyna Rozwigzanie
1. Odtgczona wtyczka 1. Nalezy sprawdzi¢ podtgczenie
Brak reakcji po podtgczeniu | zasilania. inwertera do gniazda zasilajgcego.
do zasilania AC. 2. Zadziatat bezpiecznik 2. Nalezy wcisng¢ przycisk bezpiecznika.
awaryjny. 3. Nalezy sprawdzi¢ gniazdko zasilajgce

poprzez podtgczenie innego urzgdzenia
(np. lampki).

Wyijécie zasilajgce dziata
normalnie / ciggty alarm
dzwiekowy / $wieci sie
czerwona dioda.

Przecigzenie.

Nalezy wytaczy¢ awaryjne zrédto
zasilania i odtgczy¢ nadmierne
urzadzenie (obcigzenie).

Brak zasilania / ciagty alarm
/ $wieci sie czerwona dioda.

Urzadzenie zostato wytgczone|
z powodu przecigzenia.

Nalezy odtgczy¢ nadmierne urzadzenie
(obcigzenie).

Krotki czas pracy na baterii.

1. Zbyt duze obcigzenie.
2. Bateria nie jest w petni
natadowana.

1. Nalezy odtgczy¢ nadmierne obcigzenie.
2. Nalezy pozostawi¢ baterie do
fadowania na 10 godzin. Jezeli sytuacja
sie nie poprawi, nalezy wymieni¢ baterie
na nowa.

Nie dziata przycisk Power.

1. Jednostka sterujgca nie
dziata poprawnie.
2. Przycisk uszkodzony.

1. Nalezy odtaczy¢ awaryjne zrédto
zasilania od baterii i zrédta zasilania.
Jezeli po ponownym wigczeniu sytuacja
sie nie zmieni, to nalezy skontaktowac
sie z serwisem.

Awaryjne zrodto zasilania
nie uruchamia sig z
zasilania bateryjnego.

1. Btedne podtgczenie baterii
(zamienione przewody).
2. Zty typ podigczonej baterii.
3. Bateria roztadowana.

4. Uszkodzenie urzadzenia.

1. Nalezy sprawdzi¢ podtgczenie baterii.
2. Za pomoca miernika, nalezy
sprawdzi¢ napiecie podtgczonej baterii.
3. Nalezy natadowac baterie.

4. Nalezy skontaktowac sie z serwisem.

6. BEZPIECZENSTWO

Przy wymianie baterii, nalezy uzy¢ baterii tego samego typu.

Zabronione jest wrzucanie baterii do ognia (bateria moze eksplodowac).

Nie nalezy rozbierac / niszczy¢ baterii (elektrolit jest szkodliwy dla skory i oczu).

Podczas podtgczania / pracy urzadzenia, nalezy zwréci¢ szczegolng uwage, aby nie zrobi¢
zwarcia - moze to doprowadzi¢ do porazenia prgdem elektrycznym.

Podczas pracy z urzgdzeniem zaleca sie zdjecie wszelkich metalowych przedmiotéw z rak

(zegarkow, pierscionkow itp).

Nalezy stosowac wytgcznie narzedzia z izolowanym uchwytem.
Gniazdo zasilajace powinno by¢ tatwo dostepne i zlokalizowane w poblizu inwertera.
Uwaga: niewfasciwe uzywanie urzadzenia moze doprowadzi¢ do pozaru lub porazenia prgdem

elektrycznym.

Zuzytych baterii nie nalezy wyrzuca¢ wraz z innymi odpadami domowymi.
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7. SPECYFIKACJA

Model KOMO0312 KOMO0313

Moc 600W 900W

Napiecie wejsciowe 1455 ~ 2757 VAC 14515 ~ 27517 VAC
Czestotliwos¢ (wejsciowa) 45~65Hz 45~65Hz

Napiecie wyjsciowe

220 (1:8%) + 7 VAC

220 (1£8%) + 7 VAC

Czestotliwosc¢ (wyjsciowa) 50/60Hz 50/60Hz
Ksztalt napiecia wyjsciowego |Sinusoida Sinusoida
Bateria 12v DC 12v DC
Wskaznik natadowania baterii [Tak Tak
Wskaznik obcigzenia Tak Tak
Alarm dzwiekowy Tak Tak
Zimny start Tak Tak
Wymiary 350 x 125 x 222mm 350 x 125 x 222mm
Weight 10.5 kg 13 kg
Poland

)¢

wiadz lokalnych

razem z innymi odpadami komercyjnymi.

Prawidfowe usuwanie produktu
(zuzyty sprzet elektryczny i elektroniczny)

Oznaczenie umieszczone na produkcie lub w odnoszacych sie do niego tekstach wskazuje, ze po uptywie okresu uzytkowania nie nalezy
usuwac z innymi odpadami pochodzacymi z gospodarstw domowych. Aby unikna¢ szkodliwego wptywu na $rodowisko naturalne i zdrowie
ludzi wskutek niekontrolowanego usuwania odpadéw, prosimy o oddzielenie produktu od innego typu odpadéw oraz odpowiedzialny
recykling w celu promowania ponownego uzycia zasobéw materialnych jako statej praktyki.

W celu uzyskania informacji na temat miejsca i sposobu bezpiecznego dla $rodowiska recyklingu tego produktu uzytkownicy w
gospodarstwach domowych powinni skontaktowa¢ si¢ z punktem sprzedazy detalicznej, w ktérym dokonali zakupu produkt, lub z organem

Uzytkownicy w firmach powinni skontaktowa¢ sie ze swoim dostawca i sprawdzi¢ warunki umowy zakupu. Produkt nie nalezy usuwac

Wyprodukowano w CHRL dla LECHPOL Zbigniew Leszek, Mietne ul..Garwolifiska 1 08-400 Garwolin.

(€ &
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EV INTCX

DEMAND MORE
Owner’s manual

Sine wave line-interactive 600W / 900W

KOMO0312 - 600W
KOMO0313 - 900W

FRONT PANEL

1. LED’s of battery voltage level and load
level.

2. LED'’s of operation status.
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1. INTRODUCTION

This UPS is an advanced Line-interactive Uninterruptible Power System which provides pure sine wave
power to your equipment. Unlike the traditional off-line UPS (or inverter), this series also provides low
harmonic distortion and has a very short transfer time when blackouts occur. It provides an efficiency
over 98% under normal power condition. Two charge modes, quick charge and trickle charge, are
provided to maintain the batteries in best condition.

2. MAIN FEATURES

*Pure sine wave output. *Protection for overload, shun circuit, & over

*Microprocessor based design. temp.

iTrue Line-interactive structure. *Isolation between battery and AC utility.
Smart charging. *Outstanding dynamic performance.

*Real time auto-detection for battery condition. *Speed control for cooling fan.

3. OPERATION OF UPS

SAVE THESE INSTRUCTION. This manual is important instructions that you should follow during
installation and maintenance of the UPS and batteries. Please read all instructions before operating the
equipment and save this manual tor future reference.

1. Connect the RED battery cable to the anode and the BLUE one to the cathode. Battery cables are
required to be connected with the anode and cathode tightly. Short circuit between the anode and
cathode, as well as the polarity reverse are strictly forbidden.

2. Connect your equipment to the UPS. To ensure that your computer equipment will be protected during
a utility failure, it is important to make sure that the maximum power needed by the equipment is not
over the rated capacity of the UPS. Alarm will beep if the load is over the rated value. Meantime, if the
overload is severe, the UPS will shut down immediately for protecting itself.

3. DC start: During a blackout, push the button for 4 seconds; then, the UPS will be turned on and enter
into back-up mode. To turn off the power from UPS; please push the button for 4 seconds.

4. Once it's connected with normal city power, the UPS will charge the battery automatically. When UPS
is off, the green LED flashes every 2 seconds; please push the button on the front panel for about one
second; then, the UPS will give power to the outlets.

5. Pushing the button for 4 seconds, the UPS will turn off the power on the outlets. In off mode, UPS will
turn off power completely in 10 seconds during a utility failure; while UPS will keep charging the battery if
the utility power is normal. When utility power is normal, please pull out the power cord if you want to tun
off the UPS completely.

6. Under back-up mode, when battery voltage is too low or too high, the UPS will emit alarm; if the
voltage is too much low / high, the UPS will turn off itself automatically.

7. When a blackout happened, the buzzer will emit beeps every 8 seconds for alarm. You may disable
the alarm by setting silence mode, which is to push the control button when it is beeping, and to push
again will enable the alarm.

4. INDICATION AND CONTROL

4.1. Battery level and load level LED’s

The battery level LEDs show the voltage level both in backup mode and normal mode. When the LED
indicates 20% of the capacity in backup mode together with flashing once per second, it means low
battery and the UPS will shut down soon. For the length of backup time left, it depends on the load.
The load level LEDs show the percentage of the load by the rated capacity of the UPS. When the LED
indicates 100% of the capacity flashing once per second, the UPS is overloaded.

4.2. Operation status LED
The stains LED shows the UPS's status. It shows GREEN when the utility power is normal and it
becomes RED when in inverter mode.

4.3. Audiable alarm

During a utility failure or fault operation, the UPS emits waming beep. And the warning will still sound for
urging users to save the data and leave the computer when low battery.
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4.4. Basic indication table

Condition Alarm Status LED Remark

AC input fail (too high or |1 beep every 8 seconds |Red

too low)

Overload 1 beep per second Can not be silenced

Low battery 1 bep per second Red Can not be silenced
5. TROUBLE SHOOTING

Problem

Possible causes

Action to take

UPS no reaction while AC is
connected.

1. Line cord plug is loose.
2. Breaker broken.

3. Dead wall socket.

1. Check the line cord plug.
2. Replace the breaker.

3. Check wall socket with a table lamp .

Power output is normal, UPS
emits continuous beep, status
LED shows RED.

UPS is overloaded.

Turn off UPS and unplug excessive
loads from UPS.

No power on outlets, UPS
emits continuous beep, status
LED shows RED.

UPS has shut down due
to serve overloaded.

Unplug excessive loads from UPS and
turn on the UPS again.

UPS does not provide
expected run time.

1. Exccssive loads connected
at UPS's outlets

2.Battery is weak and can

not provide enough capacity.

Do not operate the UPS. Leave the UPS
plugged in for 10 hours. Then test it
again. If UPS still can not provide
expected run time, battery should be
replaced.

Button on front panel
doesn’t work.

1.The CPU inside UPS is
not running correctly.
2.Button damaged.

Unplug line cord and battery cord from
the UPS to let it shut down automatically,
and plug line cord and battery cord again,
if button still fails, please call for service.

UPS cannoct DC start

1. Battery polarity wrong.
2. Battery wrong

(over voltage).

3. Battery exhaustion.

4. UPS fault.

1. Cheek battery and connection.

2. Check battery voltage by voltage meter.
3. Connect AC power cord to charge

the battery.

4. Call for service.

6. IMPORTANT SAFETY INSTRUCTIONS

» When replacing the batteries, use the same number and the same type of batteries.
- Do not dispose of batteries in a fire; the battery may explode.
- Do not open or mutilate the battery or batteries, released electrolyte is harmful to the skin and

eyes.

» Abattery can present a risk of electric shock and high short circuit current. The following
precaution should be observed when working on batteries.
* Remove watches, rings or other metal objects.
* Use tools with insulated handles.
« The equipment can be operated by any individuals with no previous experience.
» "The socket-outlet shall be installed near the equipment and easily accessible”.
« Attention: hazardous through electric shock. Also, with disconnection of this unit from the main,
hazardous voltage still may be accessible through supply of battery.
« The battery supply should be therefore disconnected in the plus and minus pole through or from
the outer enclosure accessible battery fuses when maintenance or service work inside the UPS

is considered.

-7-




« The lead acid battery may cause chemical hazard.

« The battery presents a risk of electric shock and energy hazard.

- Batteries will be disposed by the manufacturer or importer. Customers need to send them back
with no charge for disposal.

7. SPECIFICATION

Model KOMO0312 KOMO0313
Power 600W 900W
Input voltage 14545 ~ 27547 VAC 14545 ~ 275417 VAC
Frequency (input) 45~65Hz 45~65Hz
Output voltage 220 (1+8%) + 7 VAC 220 (1+8%) + 7 VAC
Frequency (output) 50/60Hz 50/60Hz
Wave form Sine wave Sine wave
Battery type 12V DC 12V DC
Level indication Yes Yes
Load level indication Yes Yes
Alarm indication Yes Yes
Cold start Yes Yes
Dimension 350 x 125 x 222mm 350 x 125 x 222mm
Weight 10.5 kg 13 kg

English

(Waste Eloctrioal & Bloctronic Bauipment)

(Applicable in the European Union and othor European countries with separate collection

systems)

This marking shown on the product or Its literature, indicates that It should not be disposed with other household wastes at the end of its
working life. To prevent possible harm lo the environment or human health from uncontrolled waste disposal, please separate this from
other types of wastes and recycle it responsibly to promote the sustainable reuse of material resources.

Household users should contact either the retailer where they purchased this product, or their local government office, for details of where
and how they can take this item for environmentally safe recycling.

Business users should contact their supplier and check the terms and conditions of the purchase contract This product should not be
mixed with other commercial wastes for disposal.

Made in China for LECHPOL Zbigniew Leszek, Mietne, 1 Garwolinska Street 08-400 Garwolin.

ceE &
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